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WALL MOUNTED 
DIGITAL SANITISING 
STATION
Wall Mounted Sanitising Station 
With Digital Screen.
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FEATURES:
• Automatic Hand Sanitiser Unit
• Hands Free, Hygienic Operation
• Easy Clean, Wipeable Surfaces
• 22inch Digital Display With Speakers
• Commercial Grade For 24-7 Usage
• WiFi Enable Content Streaming
• Suitable For High Traffic, Busy Locations
• Plug & Play Updated Operation
• Incl 1 Year Free Online CMS Subscription
• Easy Refills & Sanitiser Level Indicator
• 3 Year Commercial Warranty

22 Inch

Panel

Resolution 1080x1920

Display Area (mm) 266.95x475.38

Aspect Ratio 16:9

Viewing Angle 178°

Colour 16.7M

Contrast Ratio 5000:1

Brightness 450cd/m2

Response time 5ms

Lifespan (hours) 70,000

Audio Built-in stereo speakers 3W x2 

AV Inputs
Video HDMI, VGA

Audio Audio Socket (3.5mm)

Power
Power Consumption (W) 17

Power Input AC110~240V (50Hz~60Hz)

Mechanical

Unit Size (WxHxD mm) 350x800x101.2

Package Size (WxHxD mm) TBD

VESA Holes (mm) 200x200

Net Weight (kg) 7

Gross Weight (kg) TBD

Environmental 

Operating Temperature 0 °C to 50 °C

Storage Temperature -30°C to 60°C

Operating Humidity 10% to 80%

Storage Humidity 5% to 95%

Computer

Media Formats Video (MPG, AVI, MP4, RM, RMVB, TS), Audio (MP3, WMA), Image (JPG, GIF, BMP, PNG)

Media Resolution 1920x1080/1080x1920

Internal Memory 6GB

CPU Quad-Core Cortex-A17@1.61GHz

GPU Mali-T760 MP4 @600MHz

RAM 2GB DDR3

ROM 8GB NAND

USB USB2.0 HOST (x2)

LAN 10/100M Ethernet (Network Version Only)

Wi-Fi 802.11b/g/n/ac (Network Version Only)

OS Android 5.1.1

Graphic Engine OpenGL ES 1.1/2.0/3.0/3.1, OpenCL 1.1, Renderscript, Direct3D 11.1

Dispenser

Capacity (ml) 700 (each dose 0.8-1) 

Sensing Distance (cm) 5

Solution Type Liquid/Foam/Gel (non-spray)

Accessories
Included Drip Tray, Scheduling Software, Remote Control, Key, User Manual

Optional Floor Stand, Network Version, Touch Screen Version, 4G Upgrade

Standards Certification CE, FCC & ROHS

Warranty
Warranty Period 3 Year Warranty

Technical Support Lifetime


